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  NOW AVAILABLE!

WARNING & HAZARD

LED TRAFFIC DIRECTORS 
Class I
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98341 / 98342 / 98343 / 98344 / 98345

78410

FEATURES & BENEFITS
• 34 customer selectable warning flash patterns plus 5 phase options 
• Made from durable extruded aluminum — will not warp or bend
• Front load for easy replacement of individual heads
• 20" model comes with a 2' three-wire cable (power, ground, pattern select) 
• 30" & 40" models come with a 25' six wire cable, (power, ground, program wire,  
 left enable, right enable, warn enable, center-out = L + R) 
• Ideal for front push bumpers, pickup trucks, headache rack, running board lights 
• Weatherproof interior or exterior mount 
• 5 year warranty

Voltage: 12 VDC 
Amp draw: 2 amps average (4 head), 3 amps average (6 head), 4 amps average (8 head) @ 12V

APPROVALS: SAE J575 CLASS I 

PART # DESCRIPTION COLOR

78370 20" LED 4 Module Warning Stick Amber
78380 30" LED 6 Modules Traffic Director  Amber
78410 40" LED 8 Modules Traffic Director Amber
SERVICE PARTS
98343 Replacement Module Amber 
98345 Replacement Module Blue 
98341 Replacement Module White
98342 Replacement Module Red
98344 Replacement Module Green


