
 

VOLTS | AMPS 12V | 0.5A

DIMS 7.7” H x 4.5” L x 3.9” D  | 195mm H x 115mm L x 100mm D

CW2461
RECHARGEABLE 
PORTABLE WORKLIGHT

Featuring a high-intensity flood beam and three operating modes, this heavy-duty 
battery-powered worklight combines mobility with high performance. The long-life, 
lithium rechargeable battery allows operation for 3-4 hours before recharging is 
required. Dual-color models feature five operating modes, including two flash patterns. 
The unit comes equipped with micro USB charger.
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YEAR
NO-HASSLE
WARRANTY

1

1 YEAR ACCESSORIES

CERTS UN DOT 38.3

DETAILS  ▪Micro USB Charger
 ▪Magnetic base
 ▪Rechargeable lithium battery with 3 to 4 hour run time
 ▪Clear polycarbonate lens
 ▪ Five 3-watt LEDs
 ▪ Five flash modes for models CWR - flashes red, CWB - flashes blue
 ▪Three flash modes for model CAMO -  flashes white
 ▪Aluminum heatsink housing (black) 

CW2461-CAMO
CW2461CWR

MODEL TYPE LUMENS (RAW) HOUSING ILLUMINATION COLORS

CW2461CWR Flood 650 Black WR

CW2461CWB Flood 650 Black WB

CW2461-CAMO Flood 650 Camo W
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Note: device must be fully charged at least one time per
month to maintain battery health

      DISCLAIMER: Product performance and specifications are based upon 
   evaluation of a fully-charged new battery. It is normal for all batteries to  
   degrade and lose capacity over time.
   


