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EW2015R
Oval LED Boundary Line

Features and Benefits

Models

• Compact durable design

• Great for RV’s, utility vehicles, trailers, lower scene lighting around work trucks

• Polycarbonate lens

• Temperature range: -40°F to 149°F (-40°C to 65°C)

PART NO. VDC LUMENS (RAW) AMPS WATTS

EW2602-W 12-24 1700 1.5 18

EW2602
Eighteen 1-Watt LEDs

The EW2602 worklight is designed with a 40° down-angle to illuminate the immediate 
area around trucks, work vehicles or trailers with a focused flood beam of white 
light. The compact design and simple mount allow the LED light to fit on small 
surfaces or where space is tight. Highlight tripping hazards and help workers find 
their footing with this helpful, low-profile worklight.
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MOUNTING DISCLAIMER
MOUNTING MEASUREMENT IS FOR REFERENCE ONLY.
MEASURE BEFORE DRILLING.

9.1 231

15.75±0.50 400±13
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2-18AWG CONDUCTOR CABLE
RED - POSITIVE(+)
BLACK - NEGATIVE (-)
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NOTES:
1.  MOUNTING GASKET NOT SHOWN
2.  ROHS COMPLIANT
3.  DIMENSIONS IN INCHES[MILLIMETERS (FOR REFERENCE)]

TOP VIEW

FRONT VIEW
RIGHT VIEW

DISCLAIMER
DIMENSIONS, ILLUSTRATIONS, SPECIFICATIONS AND CERTIFICATIONS CONTAINED IN THIS
DOCUMENT ARE TYPICAL OF THE ACTUAL PRODUCT AND ARE SUBJECT TO CHANGE.
ECCO ENGINEERING DOES NOT MAINTAIN FORMAL DESIGN CONTROL OF THIS PRODUCT.
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Annie BraithwaiteDRAWN BY

CHECKED 

ELEC. ENG.

TEST ENG.

SALES.

MECH. ENG.

EL0204

REVISION HISTORY

DATE

2020-11-24

01

REVISED PER EL020402

REV.

PRELIMINARY RELEASE PER EL0204

DESCRIPTION

2020-11-17

WH

SPO

JLA

MDH

2020-11-24

ARS

Electronically Controlled Use Latest Copy

 1/64

ANGLES
 0.5

FRACTIONS

Asia Pacific  +61 (0)3 63322444Americas  (800) 635-5900 Europe  +44 (0)113 237 5340

www.eccolink.com

THIS DRAWING AND THE DESIGN AND OTHER INFORMATION DISCLOSED HEREIN ARE THE PROPERTY OF ELECTRONIC CONTROLS COMPANY AND/OR ITS 
ECCO SAFETY GROUP AFFILIATES (“ECCO”) AND IS ISSUED IN CONFIDENCE TO RECIPIENT FOR ENGINEERING INFORMATION PURPOSES ONLY. THIS 

DRAWING AND THE DESIGN AND OTHER INFORMATION DISCLOSED HEREIN MAY NOT BE USED, COPIED, REPRODUCED OR OTHERWISE DISCLOSED IN PART 
OR IN WHOLE TO THIRD PARTIES OR USED FOR ANY OTHER PURPOSE WITHOUT PRIOR ECCO WRITTEN CONSENT.  ECCO RESERVES ALL PATENT, COPYRIGHT, 
TRADEMARK AND OTHER PROPRIETARY RIGHTS TO THIS DOCUMENT, INCLUDING ALL DESIGN, MANUFACTURING, REPRODUCTION, USE AND SALES RIGHTS 

THERETO.  THIS DRAWING IS SUBJECT TO RECALL BY ECCO AT ANY TIME, AND YOUR POSSESSION AND/OR USE CONSTITUTES ACCEPTANCE OF THESE 
TERMS.  ©2020 ELECTRONIC CONTROLS COMPANY

PROPRIETARY AND CONFIDENTIAL INFORMATION


