
Parts List for the 11.8000  
Dash Light

ITEM MODEL NO. DESCRIPTION QTY
 1 90.6831.000 Black Plastic Housing    1
 2 95.3898.000 LED Board (Red/Amber)     -
- 95.3892.000 LED Board (Red/[Blue/Green/White])    -
- 95.3888.000 LED Board (Blue/Green/White)    1
 3 90.3930.(R/A)00 Red/Amber LED 30 Degree       -
- 90.3910.B00 Blue LED 30 Degree  80
 4 90.3820.000 Back LED    2
 5 90.6959.000 Black Cover for Back LED    2
 6 95.3899.000 Flasher Board (Red/Amber)    -
- 95.3893.000 Flasher Board(Red/[Blue/Green/White])  -
- 95.3889.000 Flasher Board (Blue/Green/White)    1
 7 90.6680.000 Fish Paper (5" X 7 /8")    1
 8 90.3471.000 Power Switch     1
 9 90.3472.000 Mode Switch                 1
10 90.6878.000 Square Grommet       2
11 90.4590.SS 8-32 X 3 /8 Phillips Screw              2
12 90.4072.000 6 -32 X 1 /4 Small Black Screw    2
13 90.3271.000 #90 Cigarette Power Adapter    1
14 76.0005.000 5 Amp Fuse     1
15 43.0182.000 Straight Cord (10 FT)    1
16 11.8010.000 Dash Mount Assembly    1
17 90.4471.000 Metal Dash Mount    1
18 90.4605.000 Small Metal Bracket    1
19 90.4800.000 4-40 X 1 /4  PH  SS Screw    1
20 90.4780.000 4-40 X 1 /4  Hex Nut    1
21 90.6091.000 1 3 /4" Suction Cup w/ Screw    2
22 90.4111.000 3 /4" Washer    1
23 90.4745.000 Brass Twist Nut    2
24 90.6882.000 Nylon Glass/Dash Protector    2
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MODEL NO. 11.8000
Dash Light

5-19-08

90.6091 Suction Cups 
1.75"  Diameter

Nylon 
Edging

90.4471 Adjustable 
.032 Aluminum Bracket

90.4410 Screw (2)

HEADLINER BRACKET WINDSHIELD BRACKETS (2)
w/windshield adhesive

DASH BRACKET w/suction cups
Model No. 11.8010

L BRACKETS (2)
Model No. 11.4472 Model No. 11.8025

Model No. 11.4474

MOUNTING BRACKETS AVAILABLE

GENERAL INFORMATION:
The LED Dash Light features two switches, Power- ON/OFF and Mode to select the flash pattern.  When selecting a 
flash pattern hold mode button down until flashing stops, then release for next flash pattern.  When the power is turned 
off then back on, the LED Dash Light will resume the exact flash pattern as before power was interrupted.  The LED 
Dash Light has seven flash patterns to choose from:

1. 90 Single Flashes per minute
2. 90 Double Flashes per minute
3. Quad Flash
4. 120 Alternating Flashes per minute

5. Automatic Alternating Variable Speed
6. Automatic Simultaneous Variable Speed
7. Automatic Random Select

INSTALLATION INSTRUCTIONS:
For your convenience, there are four types of mounting brackets that are available.  Choose a bracket and mount inside 
the windshield area or rear deck area.  Mount the LED Dash Light, then connect to lighter or accessory outlet.
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